3 MEGAPIXEL DOOR BELL IP CAMERA

€3 Since 1999

IPDBVI3MP

NIX

SYSTEMS

Features

e 3 Megapixel Resolution (2048 x 1536)

e Video Intercom

e Supports Two-Way Audio/Video
Communication with NVR & Phone App

e Up to 16ft Night Vision

e [P65 Standard

e 105° Horizontal Field of View

e 180° Vertical Field of View

¢ Noise Suppression

e Echo Cancellation

e Motion Supported

e Wireless Supported

e (Call Button

e PIR Human Detection Sensor

Model Number
Resolution

Image Sensor

Night Vision

View Angle

Lens

Frame Rate

Video Compression
Audio Streaming
Audio Input

Audio Output

Sensor

WDR

Audio Quality

Alarm

Working Temperature
Network Configuration
Network Interface
Weight

SD Card

Power Supply
Ingress Protection Level

Dimensions

IPDBVI3MP
3 Megapixel (2048 x 1536)
1/2.8" 3MP Starlight Sensor
Up to 16ft
105° horizontal, 180° vertical
2.2mm Fixed, F2.4
30fps @ 2048 x 1536
H.264
Two-Way, Full Duplex
Built-in Omnidirectional Microphone
Built-in Loud Speaker
PIR Human Detection Sensor
Digital WDR
Noise Suppression and Echo Cancellation
Customized Alert Area
-22° F to 140° F
AP Pairing
1 Wireless Interface, Supporting 2.4GHz & 5GHz
0.28 Ibs
Max 128G
8VAC to 24VAC, Max 5W
1P65

130mm x 46.3mm x 5mm

**Specification improvements subject to change without notice
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